
BLEACHER COVERS



• Specially formulated acrylic polymers
• UV resistant/outdoor weatherable
• 2x8”(51 mm x 203 mm), 2x10” (51 mm x 254 mm)  
 and 2x12” (51 mm x 305 mm) widths
• Standard lengths up to 20’ (6096 mm)
• Environmentally friendly
• Non-reflective/splinter free
• 14 standard colors

The Economical Bleacher Replacement

• Standard lengths up to 20’ (6096 mm)
• Available in 3/4” (19 mm) & 5/4” (32 mm) thicknesses
• Covers fixed and telescoping bleachers
• 14 standard colors

STANDARD COLORS

INTERIOR PERMA-CAP

PERMA-CAP over wood PERMA-CAP over aluminum

*Actual colors and finishes may vary from printed color shown. 
** Interior only

INDOOR OUTDOOR

Perma-Cap 
Davis Wade Stadium - MSU • Starkville, MS

360 Architecture

Galvanized Bleacher Planks
Galvanized steel is ideal for replacing old planks or for use in 
new construction.

• Roll formed galvanized steel
• Meets ASTM A-256 
• 8” (203 mm), 10” (254 mm) & 12” (305 mm) widths
• Standard lengths up to 20’ (6096 mm)

PERMA-CAP & PERMA-PLANK

Sustainability
Hussey seating solutions come in a wide 
range of colors—but every day our seats get 
greener. If you’d like to learn more about our 
sustainability efforts, please visit our website 
at www.HusseySeating.com/sustainability

Resources
For more information on PERMA-CAP, 
visit www.HusseySeating.com

Warranty
5 year factory-backed warranty - 
the best in the industry.

Perma-Cap® covers enhance and protect 
your bleacher investment, with installation 
and maintenance costs approximately 
half that of refinishing or replacing existing 
seating. In fact, Perma-Cap covers are a 
snap to install-by your maintenance crew or 
an athletic boosters club.

Made from durable, UV stabilized vinyl, 
Perma-Cap covers maintain color fastness 
and impact properties over years of outdoor 
exposure, so pre-season maintenance is a 
breeze. And since Perma-Cap acts as an 
insulator, it won’t draw heat from your body 
like aluminum will, making it an ideal way 
to add color and comfort to your existing 
aluminum grandstand.

Perma-Cap will rejuvenate your indoor  
gym bleachers as well. Perma-Cap 
eliminates the costly replacement and 
maintenance associated with lumber, and 
the vibrant colors will add a splash of school 
spirit as well! 

For a complete plank replacement use 
Perma-Plank®, a sturdy galvanized steel 
plank covered with a durable layer of vinyl. 
The result is extra stable seating that can 
stand up to the worst weather, or glaring 
sunlight, for years on end without cracking 
or fading.

Black** Hunter Navy Maroon Brown Gold

PewterPurple Kelly Royal

Red

Yellow OrangeGrey

PERMA-CAP over PERMA-PLANK

PERMA-CAP Floor Mount PERMA-PLANK Riser Mount

Joint Cover | Available in all colors

PERMA-CAP Seat & Facia Covers PERMA-CAP Trim Clip PERMA-CAP End Caps | Available in black

PERMA-PLANK Custom Solutions

PERMA-CAP End Caps | Available in grey & black
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INTERIOR PERMA-CAP

PERMA-CAP  & PERMA-PLANK

Perma-Cap Available Sizes [Interior Application]
Application Thickness Width  Length (MAX)
Seat Top 3/4” (19mm) 10” (254mm) 20’-0” (6096mm) 
Seat Top 5/4” (32mm) 10” (254mm) 20’-0” (6096mm) 
Seat Facia 3/4” (19mm) 9” (229mm) 20’-0” (6096mm) 

Perma-Cap Available Sizes   
Application Thickness Width  Length (MAX)
Seat Top 1 1/2” (38mm) 8” (203mm) 20’-0” (5486mm) 
   
Seat Top 1 1/2” (38mm) 10” (254mm) 20’-0” (5486mm) 
Seat Top 1 3/4” (45mm) 10” (254mm) 20’-0” (5486mm) 
   
Seat Top 1 1/2” (38mm) 12” (305mm) 20’-0” (5486mm) 
Seat Top 1 3/4” (45mm) 12” (305mm) 20’-0” (5486mm) 

Perma-Plank Available Sizes    
Application Thickness Width  Length (MAX)
Seat Structure 2” (51mm) 8” (203mm) 20’-0” (6096) 
Seat Structure 2” (51mm) 10” (254mm) 20’-0” (6096) 
Seat Structure 2” (51mm) 12” (305mm) 20’-0” (6096)


